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ELK, a new protocol for efficient large-group key dis tribution- *emu *hiu p^pp? 

... as Rabin's IDA [28], Reed-Solomon [29] codes, or Digital Fountain codes [5] to split 
up a key update packet into n packets, and when the receiver gets any m ... 



[PDF] - Securing distance-vector routing protocols 

BR Smith - 1997 - soe.ucsc.edu 

... ing the same naming and key distributionmechanism used to implement the ... sender has 
determined are appropriate to forward to the receiver, ... Message Update Entry ... 



New channels for carry ing copyright and usage rights data in digital multimedia distribution- •suny.edu [F d; i 

AM Eskicioglu. EJ Deip ; MR Eskiciogiu - Information Technology: Research i d Edi >0 s y-o ^ ^ 

... Management System (CGMS) bits for digital copy control ... to modify the activating share, 

the receiver will not be able to construct the proper key for decryption. ... 



Sporting event configurable radio receiver/scanner 



... AS FREQUENCY VALUE INCREASES STOP SEARCH UPDATE VISUAL DISPLAY ... to a hand held radio 
receiver for use ... replaceable memory cards and associated key pad overlays. ... 
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A low-power all-digital FSK receiver for space applications 

... Page 7. GRAYVER AND DANESHRAD: A LOW-POWEr^ALL-DIG^ALreK RECEIVE FOR SPACE ... tracking 
loop depends on the frequency shift during one update period relative ... 



Digital spread spectrum GPS navigation receiver 

P Hanson, T Holder: - US Patent 5.943,3993 1995 ■ Google Pa&nis 

... Aconventional n-channel GPS receiver can be imple ... accumulate unit to continuously 

update three complex ... This key concept (correlate, decimate, then multiplex the ... 



Multimedia security in group communications: recent progress in key management, authentication, and *peioedu =pdr 
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... 6. Update the keys in the same order used in ... group (source) authentication, all members, 
sender or receiver (all senders), can share a private key to gen ... 



Key management for secure Internet multicast using Boolean functionminimization techniques - *k!upm.eckKS3 p-pr 

.On 

... sion, either as a sender or as a receiver, a client ... form of a login name and password 
or a digital ... In this scheme, a key update requires O(ZogN) messages where ... 
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System for encrypting broadcast programs in the presence of compromised receiver devices 

... PROGRAMS IN THE PRESENCE OF COMPROMISED RECEIVER DEVICES (75 ... ol digital pro 
to in-home digital devices even ... provided, wherein "i" is a key index variable ... 



Protecting intellectual property in digital multimedia networks 

... and Phonograms Treaty (WPPT), which update international copyright ... Multicast content 
Encryption; Sender and receiver Yes common architecture for MSEC group key ... 
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